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FOREWORD

This is Volume I of four separately bound vclumes that report the research

completed under the general terms of the Office of Civil Defense Subta.k No. 3233B,

"Radiological Recovery Requirements, Structures, and Operations Research." This

volume describes the general aspects of the investigations and presents thu con-

clusions and recoirmendations. The specific considerations and supporting material

are contained in Volmnes II, III, and IV. The abstract for each of the volumes is

presented on the following pages.

The authors are pleased to acknowledge the valuable assistance of Ahmed Qadeer,

Philip Rasberry, Philip McGill, Kenneth Willis, and Russell Lyday during the course

of the project.
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ABSTRACT FOR VOLUME I

General Considerations

Volure I is a comprehensive summary of the research conducted under OCD Sub-

task 3233B. This research is reported in detail in Volmnes II, III, and IV of

this report. The abstracts for these volumes are on the following pages.

This study examines the application of decontamination strategies to extensive

urban areas. Urban areas of various sizes (from a few acres to an interconnected

system involving hundreds of acres) are examined with regard to decontaminating

vital sections and their connecting links. The task of creating decontaminated

"islands" or marshalling areas is determined to be feasible. The nature and scope

of command and control system elements required for conducting effective decontami-

nation in practical situations is determined together with the preattack and post-

attack data required by such a system. Several models were developed during the

course of the project and are discussed.
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ABSTRACT FOR VOLUME II

Development of Analytical, Computer, an,' Systems Models in
Support of Decontamination Analyses

Volume II contains six studies, five of which describe models developed during

the course of the contract. These models can be used to determine the cost and

effectiveness of decontaminating urban areas. The sixth is devoted to a study of

the components of a command and control system for municipal decontamination. These

studies cover the following subjects:

(1) A Feasibility Study of the Application of Analog Computers to the Analysis

of Decontamination: This study examines the application of analog computers to the

analysis of decontamination. The main features of analog computars are briefly

described; a simplified analog model of the effect of a single decontamination effort

is developed. Sample analog records of output from a prototype of this model are

presented. The design of a more elaborate model requiring substantially more analog

equipment is described and areas of possible application are indicated.

(2) A Circular Model for Approximating Gamma Ray Intensity at a Given Detector

Location: A procedure for determining the gamma ray intensity, due to fallout

radiation, at a detector location is investigated. A reasonably accurate model using

circular annulus geometry was developed which includes the effects of gamma ray attenua-

tion, build-up, backscatter, and skyshine. This model was based on NBS Monograph 42.

A single annulus model is described .IL order to show clearly the basic premises

upon which the full "circular" model is based. The development of the multiple

mnnular model is treated in a manner so as to show how each of the parameters involved

is handled. An example demonstrating the use of the model is included.

(3) A Square-Grid Model for Approximating Gamma Ray Intensity at a Given

Deteector Location: This study describes a simple and practical procedure fir

determinina the approximate fallout gamma ray intensity at a detector location as a

function of the geometry of the contributing planes and related shielding. The
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procedure described employs a "square-grid" technique for modeling the area of

interest. This model is shown to be reasonably accurate and easily adapted to

practical situations with the help of scaled overlays for city maps to be used in

conjunction with the constructed tables and graphs. An example analysis is carried

out to illustrate the mechanics of the procedure.

(4) A Point Source Model for Approximating Gamma Ray Intensity at a civen

Detector Location (The Equivalent Planes Method): A method for analyzing the dose

contributions from areas of fallout radiation is developed where each contaminated

plane is treated as a weighted point source of radiation intensity. Only the area,

the location of the center, the eccentricity of the approximating rectangle, and

the intervening shielding need be considered. Limits are developed for the eccentricit

of an area, centered over the detector, which can be represented by a square of the

same area with an error of less than ten percent in dose rate contribution. Limits

are also developed for the area of off-renter contaminated areas such that the product

of area times the dose rate contribution per unit area from the center is within ten

percent of the true contribution from the area. A sample analysis is given.

A step-by-step procedure oased on this model is presented. This procedure is

called "The Equivalert Planes Method."

(5) A FORTRAN Program for Decontamination Analysis: This study describes a

debugged and tested computer program writtin in FORTRAN to compute the effectiveness

parameters used to analyze municipal decontamination. The program was written in

FORTRAN 64 to be used on large scale computers such as the CDC 3600.

(6) The Nature and Scope of Cummand and Control System Elements Required for

Conducting Effective Decontamination in Municipalities: This study serves to deter-

mine the nature and scope of command and control systems elements which are required

to effect practical m.inicipal decontamination. The preattack and postattack dat.t

requirements for decontamination ere specified and the essential components o ano

Infor- svstem for decontaminatioi, are identified and related. The influence of

di 1- t effvc F oi- the deronttsinarion svstet• is examined.
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ABSTRACT FOR VOLUME III

Decontamination Analysis of Selectee Sites and Facilities in
San Jose, California

Volume III contains the cost and effecqiveness data related to decontamination

analyses of sixteen sites and facilities selected from San Jose, California. Costs

are measured in team-hours of effort. Decontamination effectiveness is measured in

terms of fractions of dose-rate remaining at specified detector locations and

fractions of dose remaining for persons who perform functions requiring specified

daily activity patterns at the sites and facilities chosen.

"ity
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ABSTRACT FOR VOLUIMF IV

Decontamination Analysis of Selected Sitcs and Facilities in
Detroit. Michigan

Volume IV contai.ns the cost and effectiveness data related to decontamination

analy' .s of twelve sites and facilities selected frc. Detroit, 'Michigan. Costs are

mcasured in team-hours of effort, Decontamination effectiveness is measured in

terms of fractions of dose-rate remaioing at specified detector locations and

fractions of dose remaining for persons who perform functions requiring specified

daily activitity patterns at the sites and facilities chosen.
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Chapter I

Introduction and Summary

1. GOVERNING OCD PROGRAM OBJECTIVE

The goals of the postattack decontamination research program, of which this

subtask is a part, are to provide planners at all levels with the necessary analyses

on which to base realistic planning, to implement effective training programs, to

procure and preposition essential decontamination equipment and material, and to

design a system for the coordination and control of decontamination measures.

This includes the provision of information for planning guides and manuals for

use by operating personnel in the postattack period.

II. BACKGROUND AND OBJECTIVES OF THIS RESEARCH

To meet partially the above broad objectives, the research reported heiein

was undertaken. This study is the second year's effort on OCD Subtask 3233B. The

first year's effort was completed under OCD Contract OCD-PS-64-5b. The basic

conclusion of that study was that decontamination operations in a fallout environ-

ment are as vital to postattack recovery as shelters are to postattack survival.

That study also recommended that decontamination analysis be extevded in the con-

text of a coordinated recovery of metropolitan areas. This recommendation led to

the second year's effort which is summarized ia this chapter.

The objective of the research/ undertaken in this study was to determinE

for a broad spectrum of-fallout conditions likely to be encountered-in an early

postattack nuclear environment:

(1) The extent to which decontainination can aid the recovery of urban areas

under various fallout environments.

(2) The cost and effectiveness of decontamination in recovering urban areas.

-/The language used here is basically the contrtct work statement. For complete-

ness the entire technical part of the contract is reproduced in enclosure (1)

to this volume.

• • • 1



, I

(3) The preattack and postattack data required for decontaminating urban

areas with various levels of effort and/or capability.

(4) The nature and scope of command and control system elements required

for conducting effective decontamination in practical situations.

(5) Those areas where existing experimental and/or theoretical data are

insufficient for planning operations or assessing capabilities.

The contract was later extended in scope (see enclosure (2)). This additional

work was to be directed primarily to providing OCD Five-City Study results dependent

upon precise attack information provided by other component studies. Inasmuch as

the Five-City Study did not proceed as rapidly as anticipated, precise attack

information was unavailable. Therefore, these additional funds were spent to include

more sites and-facilities in the urban area analyses and to consider the residual

effects of blast and fire on municipal decontamination systems. This work supports

the additional contract scope to "evaluate alternative decontamination strategies

for specific situations taking into account all of the aspects of the precisely

specified postattack environments including the residual effects of blast, fire,

etc."

IIT. SUMMARY OF ACCOMPLISHNENTS

A. Approach

As stated in Section I, decontamination operations were analyzed in the previous

year to determine their potential contribution to accelerating recovery in an early

postattack environment. That study concentrated on developing the appropriate

theoretical basis and on testing it by analyzing alternative decontamination pro-

cedures applied to several NFSS structures. (See References 1 and 2.)

Extending last year's research, decontamination of urban areas and facilities

of various sizes it examined. These include several multi-building complexes,

selected from business (downtown), industrial, and suburbarn areas located in two

of the cities in the Five-City Study (San Jose, California.,and Detroit, Michigan).

2



Vital elements and connecting links are included. These include such critical

facilities as power plants, water pumping stations, sewage treatment plants, and

hospitals as well as typical neighborhood 'uildings such as school buildings and

gasoline stations. Furthei, the feasibility of creating marshalling areas or

"islands" through decontamination is determined. A shopping center is studied

as well as a number of large indoor areas (e.g.,a school gymnasium, a legLilative

amphitheater, etc.). These analyses are summarized in Section III-E below.

When this work began, it seemed that extensive multi-building complexes could

not be analyzed quickly and efficiently witi the analysis techniques commonly used

for single-facility shielding analysis. To meet this apparent need, a number of

,aodels were developed for approximating gamma ray intensity at a detector in the

presence of complex contaminated plane configurations. These are discussed briefly

in Section III-B below. This work, although used only to develop the approach and

make sample computations during the course of this contract, has significant poten-

tial uses. These uses are also discussed below in Section III-B.

Paralleling the development of the analytical models, two computer programs

written in FORTRAN for the CDC 3600 computer were completed and debugged. These

programs perform most of the computations required to analyze decontamination

operations. These prcgrams are described briefly in Section ITI-C below. A com-

plete description of the models and the above-mentioned computer programs is

included in Volume II, Development of Analytical , Computer and Systems Models in

Support of Decontamination Analysis.

The nature and scope of the command and control system elements required to

effect practical decontamination are determined, including the influence of direct

weapons effects on the decontamination system. This work is described in Section

III-D below.

3



B. Model Develo'ptnent

Four raodels for approximating gamma ray intensity at a detector location were

developed during the course of the contract. These models are described in detail

in Volume II of this report. Briefly described, these models are:

1. The Analog Model

A feasibility study was conducted on the applicability of analog

computers for analyzing decontamination effectiveness. The results of this

study show that the decontamination process is amenable to an analog computer

analysis since:

(1) The decontamination process can be described by differential

equations (e.g., decontamination efficiency, ERD, etc.),

(2) Functions involved in the analyses can be generated by analog com-

-1.2
ponents (e.g., the t decay law,etc.),

(3) The output desired consists of a graphical time history of dose and

dose-rate associated with individuals and/or detector loc.at- is.

Analog models, typically smaller in scope than digital models, faster

running, arA more easily changed, were a natural choice for decontamination

analysis. Investigation of the utility of analog computers led to the develop-

ment of aa explorator-t model - a simplified approximate simulation of a single

detecto': location and one plane of contamination. A small 10-amplifier Donner

Computer was used. The following variables vere simulated by this model:

(1) the size of the contaminated plane and its distance from the detector,

(2) all intervening shielding,

(3) the time when decontamination is begun and the amount of time to

decontaminate,

(4) the decontamination efficiency,

(5) the time interval over which dose is computed, and

(•) the decay constant.

4



Test runs indicate the general feasibility of the model. Additio:al

equipment will be required to make the techniques generally useful in more

complex situations. Continuation of this work should be directed towards

an analog model of larger size. A TR-48 Pace Electronic Analog Computer would

allow simulation of as many as 10 contaminated planes affecting six detector

locations simultaneously. Such a model could be quite valuable as a training

device for persons responsible for planning and conducting decontamination.

2. The Circular Model

An effort was made to develop a model which would yield a simple pro-

cedure for approximating the gamma ray intensity at a detector in a complex

of finite contaminated planes such as might be found in an urban area. Such

a model was developed and is referred to as the Circular Model.

This model includes the effects of gamma ray attenuation, build-up,

back-scatter, and skyshine,by employing the results of NBS Monograph 42.

(Spencer, Reference 3). The model furnishes radiation contributions from

various planes of contamination at different heights with or without barrier

shielding. The planes of contamination are divided into azimuthal sectors

with the detector located in each instance at the origin of a polar coordinate

system.

Two characteristics of decontamination analysis make the circular model

nonapplicable for practical usage:

(1) Several off-center locations for a given facility must often be

examined, and,

(2) The circular geometry is a poor approximation for rectangular

planes of urban areas and multi-structure complexes.

3. The Square-Grid Model

The square-grid model furnishes contributions to gamma ray intensity from

square areas. Again, the effects of gamma ray attenuation, build-up back-

5



scatter, and skyshine are included by employing the results of Spencer's NBS

Monograph.

It is shown that the square-grid model can easily be applied to a number

of arbitrarily selected detector locations with the use of simple overlay

maps. These rectangular grid overlays are used to collect the contaminated

plane data from an urban area map. The contributions associated with each

square grid are readily obtained from the model. This model has been tested

and is accurate for many practical situations. This is discussed in Volume II,

4. The Point-Source Model or the Equivalent Planes Method

The point-source model is similar to the square-grid model in that the

area consisting of the contaminated planes is modeled by a rectangular grid

system. Each contaminated plane is treated as a weighted point source of

contamination. Error is controlled by refining the grid to keep the eccentricity

(ratio of length of width), size (relative tc the distance from the detector),

and orientation of each of the rectangular areas (representing planes) within

prescribed bounds.

A hand computation procedure based on this model was developed and

partially tested. This procedure is called the Equivalent Planes Method.

The error bounds provided are based on the Engineering-Manual procedure

for protection factor computation. A rigorous error analysis of the

Equivalent Planes Method has not yet been performed.

C. Computer Programs

Two computer programs written in FORTRAN for the CDC 3600 computer were used

to perform most of the conipjtations necessary to analyze municipal decontamination.

The first of these was written and debugged under a separate contract by RTI for

the Office of Civil Defense. This program computes the separate contributions to

the intensity at specified detector locations from each of the contributing planes

of contamination. A complete description of this program is given in RM-OU-205-1,

6



Protection Analysis and Construction Evaluation System, by E. L. Hill, F. A. Bryan,

B. W. Howard, T. Johnson, R. 0. Lyday, P. S. McMullan and M. D. Wright. (Reference 4.)

The second program was written and debugged under this contract. It computes

both the reductions in dose-rate at specified detector locations and the reductions

in total dose for persons spending prescribed amounts of times at specified detector

locations where the level of decontamination is prescribed. This program also

computes the fraction of the intensity received at a detector location from each

of the contributing planes of contamination. This program is described in more

detail in chapter 2 of this volume.

D. Command and Control Considerations

The nature and scope of command and control system elements required to effect

practical municipal decontamination are determined. Emphasis is placed on decontami-

nation within municipalities. The five questions (basic to decontamination analysis)

upon which this aspect of the research focuses are:

(1) What are the preattack and postattack data required to effect decontamination

operations?

(2) What are the essential components of the information system needed to effecz

decontamination operations?

(3) How should trained personnel and decontamination equipment be prepositioned,

organizei, and controlled?

(4) How can a decontamination systera in a municipality be evaluated?

(5) How can a decontamination system in a municipality be most effectively modeled

to provide a ready vehicle for systems analysis?

Each of these questions was examined for various levels of decontaminaticn

capabilities, reqLircments, and attack environments. The various componeaits of a

c(econtamination svytem in a municipality are identified and embodied in the general

command and control system framework. It is shown that a command and control

system for decontamination operations must provide for decisions on whether

7



or not to undertake a mission, for decontamination and manpower resource commitment

and for allocation decisions. These decision functiors require an elaborate infor-

mation subsystem consisting of organized data files cont#,ining prestored (preattack)

data and poste.ttack aasessments (including system feedback).

The detailed characteristics of the individual components in each of the

essential subsystems of a decontamination command and control system are studied.

The interrelationships among the individual subsystem components are identified

and displayed.

In order to determine the command and control system elements required to

accomplish practical decontamination missions in a municipality, the envirorment

(including direct weapons effects) and the system goals are reviewed and analyzed.

Basic system evaluation criteria are also discussed and the essential decontamination

system elements are identified.

Recommendations and guides leading to the design of a basic :ommand and control

system for municipal decontamination are indicated. This aspect of the research

is described in detail in Volume II of this report.

E. Analyses of Real Cities

The cities sciected for analysis from the Five-City Study are San Jose,

California, and Detroit, Michigan. In all, twenty-eight sites and facilities

were selected Lor analysis from these two cities. For each of these sites and

facilities, the individual gamma radiation contributions from all contributing

planes of contamination were computed for specified detector locations using the

computer program described in reference 4. These contributions were then used to

compute the fraction of dose-rate removed by specified strategies oi decontamina-

ti-on around the site or facility. The second computer program described in Volume

II, Appendix E, was used for this and subsequent computations related to the cost

and effectiveness of decontamination. The decontamination strategies are specified

by indicating (1) the method of fallout removal (e.g., firehosing), (2) the par-

8



ticular plane or planes decontaminated (e.g., sideva]ks and driveways), (3) the

fraction of fallout material removed, and (4) the team-hours of effort to be

expended.

Dose reductions for persons spending specified amounts of time at (perhaps)

several detector locations are also computed. The sites and facilities selected

for analysis from San Jose and Detroit are listed below:

San Jose, California

1. California Packing Corporation Plant No. 51

2. California Pharmaceutical Laboratory

3. Pazific Te.ephone and Telegraph Company

4. Dole Corporation Warehouse

5. San Jose Mercury-News

6. Western ureyhound Bus Lines Depot

7. San Jo-e City Lines

8. City Corporation Yard

9. Fire Statior No. 8

10. Radio Station FZ{RX

11. Outdoor Areas in a Residential Area

12. Outdoor Locations in the Central Business District

13. San Jose City Hall

14. Valley Fair Shopping Center

15. S.in Jose Hospital

16. Sewage Treatment Plant

Detroit., Michigan

1. MIercy Hospital

2. F. J. Korvette Departn~nt Store

3. listersky Pc"er Plant

Spring,6lls Pumping Station



5. Cobo Convention Hall

6. City-County Building

7. Detroit City Airport

8. Detroit OCD Building

9. Saint Mary's High School and Elementary School

10. Isaac Crary Elementary School

11. Cadillac Motor Car Division, General Motors Corporation

12. Pure Oil G~scline Station

The results of these studies, as well as all of the assumptions used, are

described in Volumes III and IV of this report.

IV. CONCLUSIONS AND RECOMMENDATIONS

A. Conciusions

The primary conclusion oi this study is that the recovery of substantial

city areas and =Jlti-building complexes can be accelerated by practical decontamina-

tion procedures. Another generel coaclusion is that for most indoor detector loca-

tions, the roof directly above the detector must be decontaminated as part of any

strategy of decontamination which appreciably reduces the intensity at that

detector location. Similarly, for outdoor detectors, the plane directly beneath

the detector must be decontaminated for appreciable intenEity reduction. From a

cost and effectiveness point of view, mechanized procedures such as flushers or

mechanical street sweepers are by far the best methods for decontaminating paved

(outdoor) surfaces, Firehosing (where possible) is the best method for decontami-

nating the roofs. The dose and dose-rate reductions were relatively insensitive to

the effectiveness of the decontamination methods as long as at least ninety percent

o0 the fallout material was removed.

Another important ccoclusion of this study 4.s that a substantial command and

control structure will be necessary to conduct effective municipal decontamination.

Whether or not a separate decontamination command and control system is necessary
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is not determined in this study--nor will it be determined without a far more ex-

tensive research effort which looks at the decontamination system as it relates to

other postattack operating systems (particularly those related to direct weapons

effects).

B. -Recommendations

On the basis of the above conclusions, it is recommended that decontamination

be viewed and analyzed in the context of coordinated municipal recovery from both

the residual effects of fallout and direct weapons effects. Particular attention

should be placed on the control and disposition of the actual fallout material

removed from the contributing planes of contamination.

11



Chapter 2

Development of Analytical, Computer, and Systems Models in
"Support of Decontamination Analysis

I. INTRODUCTION

As stated in Chapter 1, when this work began the contribution of fallout from

the many planes found in large complexes comprised of several buildings could not

be analyzed quickly or efficiently. A number of models were subsequently developed

for approxiraating gamma ray intensity at a specified detector location in the

"presence of complex contaminated plane configurations. Each of these is discussed

in Section II below.

Paralleling the development of the analytical models and the analog computer

model, two digital computer programs written in FORTRAN for the CDC 3600 were com-

pleted and debugged to perform most of the computation required to analyze decon-

tamination operations as applied to several sites and facilities selected from San

Jose and Detroit. Both of these programs are described in Section III below.

j The nature and scope of the command and control system elements required to

effect Dractical municipal decontamination are also determined. The preattack

and postattack data requirements are identified and related to the system as a

[ I= whole. The influence of direct weapons effects on the decontamination system are

examined. This work is described in Section IV below.I
i7. THE ANALOG COMPULTER MODEL AND OTHER ANALYTICAL MODELS

TO COMPUTE APPROXIMATELY GAMMA RAY INTENSITY AT A DETECTOR

A. The Analo Computer Model

1. Introduction

A number of operating digital computer Irograms currently exist which

can calculate the protection factor at a detector as a function of the shielding

characteriscirs of the environment. With modifications, these programs can be

used to estimate the 7a'lue of decontaminating one or more of the surfaces which

13
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contribute to the intensity at a detector location. All of these programs, however,

require large amounts of information and set-up time (collecting data, preparing

punched cards, etc.) so that models utilizing simpler approximations and equations

appeared to be a desirable alternative. Analog models, typically smaller in scope,

faster running, and more easily changed than digital models are a natural considera-

tion.

Investigation of the utility ot analog models led to the development of an

exploratory model - a simplified analog simulation of decontamination in a pul-t-

attack environment. Each contribution Lo radiation intensity at a detector is

5ssumed to come from a point source (perhaps the centroid of the area of the contami-

nated plane). Either decontamination can be described as an instantaneous opera-

tion or an appropriate time factor can be used. All of the important parameters

associated with decontamination efficiency can be varied manually. These include

the percent of fallout which can be removed from a given surface, the effort in

man-hours applied to the surface, and the constant which is associated with the

type of surface and the method of decontamination. It ig also possible to vary

the order of a sequence of decontamination operations. Both dose-rate and total

dose can be measured and displayed as a function of time, thus showing the effect

of decontamination.

Test runs indicate the general validity of the model; however, to be useful

it must include more detail and will require more equipment. Specifically, the

decay approximations and the limit on the number of contaminated planes were a

compromise between the accuracy desired and the means available.

It is felt that this work shculd be continued and directed toward an analog-

type model of less restricted size. Such an effort might be very useful in the

training of personnel responsible for the planning of decontamination applied to

large rpinicipal areas.

A complete description of the model, including all of the equations used, is

contained in Volume II.
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A Description of the Limited Decontamination Simulation

a. Introduction

The limited decontamination analog model was developed as a means

of exploring the possibilities and determining the limitations of the

application of analog computers to the analysis of decontamination. As

such, this model does not provide any particular answers to decontamina-

tion problems and only roughly simulates any real situation. Very gross

treatment was necessary in order to coittain the main features of a

single decontamination operation on a small-sized computer.

b. The Hardware Used

The limited analog model described was fitted to a basic installation

of the model 3400 Desk Top Donner Analog Computer. The basic model 3400

computer contains ten amplifiers, usable as summers or integrators. The

Research Triangle Institute installation also includes a Donner Model

3430 Problem Board and a Donner Model 3073 Potentiometer Strip. The

problem board is used to interconnect components for the solution of

particular problems and the potentiometers are used to adjust constant

and parametric coefficients in the equations which describe particular

problems. The output from the analog model is graphed using an Offner

Dynograph Amplifier - Recorder Model 542. A more detailed description of

the components used in this model is contained in Volume II.

c. The Limited Decontamination Model

In the limited decontamination analog, .ll contaminated planes which

contribute to the intensity at a detector location are assumed to Le

point sources of radiation intensity. That is, all of the intensity

contribution from any contaminated plane is hypothesized to come from

a single point, the centroid of the area of the particular contaminated

plane.

15



The contributions, Ci, to radiation intensity from ground level sources of

contamination are computed using Equation 1.-

C A i

r i

where A, = the area in square feet of the ith contaminated plane,

ri = the distance in feet from the centroid of the ith contaminated

plane to the detector location, and

Si = the shielding factor associated with the ith contaminated plane.

Here Ci is the contribution to total intensity (received at the detector location)

which comes from the ith plane. The shielding factor Si is a dimensionless number

which attenuates the contribution according to the shielding existing between the

detector and the ith plane. (Note that 0 < Si < 1.)

The contribution to total intensity received at the detector which comes

from the roof of the building in which the detector is centrally located is found

by Equation 2.Z/

2
C =1 ln (i + L ) Srr h r

where r = the radius of a circular roof, with an area equal to the area of the

actual roof over the detector,

h = the height of the roof above the detector, and

S = the shielding factor associated with the roof.r

Equation 2 can also be used to determine the contribution to the intensity

at an unshielded detector (located outside) from the plane above which the detector

is located. Here Sr = I and h equals a height corresponding to tEe ground roughness

3/
factor.-

1/
- See Reference 5 for a derivation of Equation 2.
•/'See page 743 of Reference 6 for a derivation of Equation 2.

/ An explanation of how the ground roughness factor affects the "effective" height
of the detector is found in Reference 7: Office of Civil Defense, Shelter Design
and Analysis, TR-20, Vol. I, Rev. Ed., Nov. 1962, pp. 6-6, 6-7.
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In the simplified model, both C. and C are treated • single constant2. r

inputs. Any variations in these individual parameters can be simulated by

appropriately changing-the capacitors which represent these aggregate variables

before running the model.

Decontamination is governed (for each individual plane) by Equation 3.1/

F. = Fi + ( - Fi) e -K.E (3)

where F. = the fraction of fallout remaining on the ith contaminated plane after

it has been decontaminated.

* .thF. = the limiting fraction of fallout remaining on the i contaminated plane

after infinite decontamination.

K. = a constant associated with a given method and the physical nature of

the ith contaminated plane.

E. = the effort (usually measured in man-hours) which is applied to the1
.th
2. contaminated plane.

Here, both (I - F anI K, E. are treated as single variable inputs. Both of

these variables can be varied by changing settings of the potentiometer which is

assigned to the particular variable parameter. This can be done while the model

is being run.

The following page contains the equation used in the limited model of

decontamination.

While the model is being run, the individual contributions are summed and

the radiation intensity at the detector is output as a function of time. The

total dose which an ind;,'idual would receive at the detector location is also

output as a function of time. This is simply given by Equation 4:

1 /Derived in: Miller, C. F., etc. (Reference 8)
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System Equations for the Simplified Model

1. Intensity contribution from the ith ground level contaminated plane:

Ai
Ci ,--2 Si where

ri

Ai = The areas in square feet of ith contaminated plane.

th
r = Distance in feet from centroid of fallout on i contaminated

plane to the detector location.
S= Shielding fL:tor associated with the i thcontaminated plane.

2. Intensity contribution from roof:

Cr = In (I + ) Sr where

r = The radius of an equivalent circular roof.
h = Height of roof (above detector).
S = Shielding factor associated with roof.

r

3. Decontamination efficiency:
* * -K.E.

Fi F. + ( - Fi) e i i where
1. th

F. = fraction of fallout remaining after decontaminating i plane.
1

F = fraction of fallout which cannot be removed.

Ki = constant associated with ith surface and the method used to
decontaminate it.

E. = The amount of effort applied to decontaminate the ith contami-
1 nated plane. (Usually measured in man-hours of effort).

For the simplified model the following parts of the above equations ere set to
single constant parameters;

i A. r 2
1. K -I S 2. x In ( + ) S1 r2 2 h 2  rri

The following parts of the above equation were set to single variable parameters:

i i =i1. V 1 = -F 2. V2 KE
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0 for t < t1

Total Dose = f H(x) x 1 "2 dx for t < t 2 (4)
it

fjt2 ' .2d for >t2

H(t) denotes the value (represented by a voltage on the analog computer)

associated with the sum of the intensity contributions from the individual

planes as a function of time. For a system with a number of instantaneous decon-

tamination operations, H(t) will be a monotonically decreasing step function. The

dose is measured during the time interval from tI to t 2 .

d. Sample Runs with Prototype Model

Several test runs were made to dem3nstrate the model.

Several of these runs are included in Volume II to illustrate the

mechanics of the model and the nature and format of the answers obtainable.

The situation simulated in all of these runs was the decontamination of

a single contaminated plane. For simplicity, no fallout build-up function

was used. The t-1.2 decay curve was approximated as the sum of two

-1.2 -KMt -Mt
exponential decay curues (i.e., t _ e 1 + e 2 ). A fuller

discussion of this approximation is also contained in Volume II.

e. Conclusions and Recommendations

The basic conclusion of this study is that the analog computer

provides a potentially feasible an,' useful tool for simulating and

analyzing decontamination operations.

The development and implementation of this first analog model of

of decontamination has pinpointed the areas of difficulty and the

direction in which further work appears most promising. The most diffi-

cult problem encountered was accurately approximating the t decay
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rate. This problem is considered in detail in Appendix A; since a high-

accuracy analytic function generator would be very costly (about $1000),

some form of approximation involving the sum of exponential functions of

the form K1 e-K2t is a practical compromise solution.

Future Work

Any future work must be undertaken in the light of the major

difficulty iound in using the limited analog model--the large amount of

equipment req'iired for an adequate simulation. Nonetheless, it: is recom-

mended that two major directions be explored.

(1) The development of a larger, more detailed simulation, but

with simplified aggregation of variables where possible, and

(2) The development of a ready analysis and training tool.

B. The Circular Model and the Square Grid Model

1. Introduction

The purpose of this section is to show the initial results of recent

studies directed toward the development of simplified procedures for

determining the gamma ray intensity at a detector, due to nuclear-weapon

induced fallout. The consensus of those involved in this research effort was

that if such an approach proved feasible it would result in a considerable

reduction in both labor and computer costs for those cases where approximate

results are considered adequate. In addition, the development of such an

analytical tool woLul be of considerable value in simplifying the analysis

of decontamination effectiveness in municipal areas. This research was

the first step in the development nf altcrnative approaches to field

analysis of fallout decontamination effectiseness.
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2. The Models

In order to assure a reasonable degree of accuracy in the analytical

model presented in the following discussions, such pertinent factors as

gamma ray attenuatien, build-up, backscatter, and skyshine are incorporated.

The model has been based upon the familiar results contained in N1S

Monograph 42 (Reference 3).

The general notational scheme presented in Volume II 3f this report, se-

lected elementary geometric consideration, and the infcrmation contained in

Reference 3 provide the bases for the "circular model" and the "square-

grid model". These models are utilized to furnish values of the so-called

"reduction factor", D/D0, due to various planes of contamination at differ-

ent heights, with or without the inclusion of barrier shielding. The

planes of contamination are uivided into angular senters with the detector

located :in each instance at the origin of a polar coordinate system.

The circular model initially develops th•. detector response for the

single contaminated annulus case. The detector response is then developed

with increasingly more complex annular geometries and barrier shielding

considerations are included. This model is described in detail in

Volume II.

The next step in the research was to develop a practical procedure

for estimating fillout gamma ray intensity at a detector as a function

of the geometry of the contributing planes of contaminatin and relatLe'

shielding, where this geometry is approrimated by square grids. The

need for such a procedure arises from requiremen*- for analyses of large

tiunicipal areas with many contaminated planes and multiple :cattered

detector locations. Conceptually, the "circular-modtl" procedure is
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simple to use, but accuracy suffers when the contaminated planes and barriers

do not have approximately polar symmetry about the detector location. A

square-grid model can more accurately approximate real situations since

most planes of contamination (and most buildings) are rectangular. Further,

the square-grid model can be readily applied to an aribtrary Jetector location

with the use of scaled map overlays.

A prollem encountered during the development of the 3quare-grid model

was the increased difficulty in computing the solid angles subtended at

the detector by the square areas. Adjunct to this problem is the subsequent

determination of the radiation at a detector using Spencer's L-functions.

A simple sector-type weighting (as used in the circular model) is not

possible with the square-grid model.

The overall approach to the square-grid model for studying the effects

of decontamination of fallout radiation is based on the following criteria:

a. The techniques must enable local civil defense personnel in the

field to calculate the effects of large-scale decontamination of

municipal areas;

b. The approximate techniques and procedures must not require com-

puters; i.e., graphical and tabular forms should be adequate.

As with the circular model, the square-grid model is used to estimate

the reduction factor D/D for the various planes of fallout contamination--0

each at differing heights. The planes of contamination are divided into

square-grid areas and the decector may be located at any arbitrary position,

at height z. The size of the square-grid sections for the first prototype

model was chosen as 50 feet, an area which is large enough that: subsequent

computations are not unwieldy but which is also sufficientl, scall to

yield an acceptable approximatiL., of major contaminated planes in almost

any area. Each plane of contamination !.s approximated in this model by
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50 foot square-grids.

Since several planes of contamination at varying heights will contri-

bute to the fallout gamma radiation at a detector, the analysis will depend

to a large extent on the variable z, the detector height.

In this model the z dependence of the detector response is treated

separately from the other functional dependences, This is accomplished by

separately considering the detector response from planes of contamination

which are located at each vertical distaice from the detector. The responses

due to planes of contamination at other heights are then superimposed to

obtain the total detector response or reduction factor D/D 0 t a given point.o

3. Conclusions

It is concluded that when detailed n,'• of a standard scale are available

from an area (such as Sanborn maps), a square-grid overlay technique (such as

that provided by the Square-Grid Model) can offer a feasible, if not practical,

tool for the analysis of decontamination effeativeness. The models described

in this section were the by-products of the research which led to the develop-

ment of the "point-source model" and the "equivalent planes method" discussed

in the following settion,

C. The Point-Source Model and the Equivalent Planes Method

1. Introduction

This section presents a method for analyZing the dose contributions

from creas of fallout radiation where each contaminated plane is treated

as a weighted point source of radiation intensity. Only the area, the

location of the center, and the eccentricity of the rectangle which approxi-

mates the contaminated plane and the Intervening shielding is necessary

to compute a dose-rate contribution. Limits are developed for the eccentricity
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of an area, centered over the detector, which can be represtited by a square

of the same area with an error of less than ten percent in dose-rate couLtri-

bation. Limits are also developed for the area of off-center contaminated

planes such that the product of the area times the dnse-rate contribution pet

unit area from the center is within ten percent of the contribution from

the area as approximated by Spencer's method.

A step-by-step procedure based on this model was developed and is

presented in.Volume II of this report. (A small booklet whose format is

that of a programed procedure is enclosed in an envelope at the back of

Volume II.) This procedure, called the "equivalent planes method", makes

available a tool for evaluating in the field the effectiveness of decon-

taminating specified planes of contamination,

2. The Underlying Model

In this model the detector and source point are presented in Cartesian

coordinates. Since the detector is isotropic, the geometry reduces to two

distances. These are Ih-zl, the vertical separation of the detector from the

source plane, and r , the horizontal separation of the detector axis from

the point representing a given contaminated area. Here h is the height of

the source planes, and z is the height of the detector above a reference

plane.

The shape of the contaminated areas to be represented by a point is of

concern. It iti shown that for the area centered vertically below (or above)

the detector, a circle or square of the same area subtends essentially the same

solid angle and thus yields the same relative dose. Off-center areas are all

assumed to be squares. Off-center areas which are not square should be approxL-

mated as closely as possible with squares, unless the maximum dimension meets

a prescribed criterion.
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It has been shown that the orientation of a square area within a source

plane does not appreciably affect the solid angle subtended at a detector. Thus,

to a good approximation the relative contribution by a contaminated area to a

detector is a function only of the vertical height Ih-zI separating source and

detector, the horizontal distance r from the center of the area to the detector

axis, the size of the area, and the intervening shielding.

The relative dose-rate, or reduction factor, at the detector from a given

area is developed in Volume II of this report. This relative dose-rate for

area i is given by the ratio D i/D where Di is the dose-rate contributed to

the detector by plane i and D is the tozal dose-rate three feet above an

infinite, uniform plane of contamination. The reduction factor RF is then given

by Equation 5.

RF E Di/D (5)

all planes

The relative contribution from all areas beyond those'analyzed individually may

be obtained by subtracting the "centered area" relative contribution from the

infinite plane contribution L(Ih-zI).

A major consideration in the development of this model was the establish-

ment of the maximum area of a square which could be accurately represented by

a point source at the center of the square. A criterion was devised and maximum

areas were calculated as a function of horizontal separation for several vertical

separation distances (lh-zI 3', 10', 20', 50', and 100'). The criterion

establishes that for a square area less than or equal to the maximum area, the

relative contribution calculated on an area basis from Spencer's curves

within 10% of the contribution calculated from equation 6. (See Reference 3.)

C(Ai, Jhi-z1, r1) a C1(1h1 -z;, r ) A (6)
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3. The Equivalent Planes Method

The equivalent planes method is based on the point-source model described

above. The keys to the method are two limiting criteria. The first gives

limits on the length-to-width ratio (eccentricity) of an area centered above or

below the detector such that the dose contribution is within ten percent of the

approximating dose from a centered square of the same area. The other criterion

gives limits on the area of an off-center square such that thp dose contribution

is within ten percent of the approximation given by the product of the area times

the± dose contribution per unit area from the center of the square.

Shielding factors are presented for above-ground detectors which are separated

from source areas by relatively light shields. These data should be most appli-

cable to decontamination studies. The dose contributions calculated are suitable

for inclusion in formulas for decontamination analysis. A small booklet con-

taining all of the graphs and directions required to use the method is contained

in an envelope at the back of Volume II of this report.

4. Conclusions and Recommendations

It is concluded that the point-source model and the accompanying equivalent

planes method can be a useful method of analyzing fallout radiation contributions

for decontamination studies. Inasmuch as the Criteria of the equivalent planes

method are based on unshielded areas, it is recommended that these criteria be

investigated for shielded areas. Also, a thorough error analysis of the

equivalent planes method should be performed.
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III. TWO FORTRAN MODELS USED TO CONDOCT DECONTAMINATION ANALYSES

A. Introduction

Although the models described above in Section II were developed under this

contract, they were not used to evaluate decontamination in the urban area studies

because a convenient method was developed and became available as a result of re-

search conducted under a separate contract at RTI.

Therefore, proven techniques were employed in the use of two computer programl

written in FORTRAN for large-scale computers such as the CDC 3600.

The first of these programs used was developed and debugged under another con-

tract at RTI and is described in Rtference 4. This program computes the plane-by-

plane contribution to intensity at a specified detector location. This program is

described briefly in Section III-B below.

The second of these programs determines, for a given level of decontamination,

the reductions in dose-rate and in total dose at specified detector locations. This

program is described in Section III-C below.

B. Computer Program for Analysis of Building Protection Factors

A building protection factor (PF) computational procedure written in FORTRAN

64 for use on large-scale computers such as the CDC 3600 is described next. This

procedure is based on the methods of the Engineering Manual, PM 100-1, Design and

Review of Structures for Protection from Fallout Gamma Radiation (Reference 9). This

procedure considers contributions from the roof, setbacks, and limited planes of con-

tamination (including areaways). The effects of apertures, interior partitions,

floors, plane, heights, mutual shielding, and building geometry are included.

This program determines the PF in the center of the "building part", at eight

other predetermined detector locations, and at one additional arbitrary detector

location. The desired location of the additional detector must be indicated on a

Data Collection Form. Knowledge of the PF's a t these points enables the computer

to determine the approximate area of the building part having a given protection factor.

/ The computer program described in this section was developed under OCD Contract
No. OCD-PS-64-65. The documentation of the program from which the followi.ng
paragraphs were extracted was accomplished under OCD Contract No. OCD-PS-65-47.
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C. A FORTRAN Program for Decontamination Analysis

1. Introduction

This section describes a computer program written in FORTRAN to compute

the effectiveness parameters used to analyze municipal decontamination. The

program was written under this contract by RTI in FORTRAN 64 to be used on

large-scale computers such as the CDC 3600. The program has been debugged and

tested and has been used under OCD Sibtask 3233B.

For a given level of decontamination,the program is capable of determining

both the reductions in dose-rate at specified detector locations and the reduc-

tions in total dose for persons spending prescribed amounts of times at

specified detector locations. Other parameters used in the analysis of municipal

decontamination, such as the PF's at the detector locations and the equivalent

PP's-/ associated with the activities (without decontamination), are also com-

puted.

2. The Computer Program

The CDC 3600 FORTRAN program computes the values of the following: the

protection factor (PF) at each location, the equivalent protection factor (EPF)

for each activity pattern, the fraction (CF) of the total intensity prior to

decontamination at a given detector due to a particular contaminated plane,

the intensity reduction factor (RN) for each decontamination strategy at each

detector location, and the activity dose reduction factor for each combination

of activity and decontamination strategy at all. detector locations.

Calculations are made from the followti'g input data: Contributions to

intensity at each detector location from eac:h plane of contamination, the

fraction of time that an individual spends at each detector location performing

-IThe basic equation defining the equivalent protection factor is:

EPF - f'/p1 + f'/P. + + f /P
.4 . - - n n

where f is the fraction of time asent with protection Pi"
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each particular activity, the mass reduction factor for each decontamination

strategy, and the key to associate the appropriate value of F with each composite

decontamination strategy for each plane.

3. Conclusions

The program is fast and easy to use. A total of 30 minutes of computing

time on the CDC 3600 was required for the twenty-eight sites and facilities

selected from San Jose and Detroit for analysis. This includes all reruns

because of keypunch errors and other input errors but does not include debugging

time. The inputs required ten man-weeks to prepare (most of this time was

spent interpreting and translating the output from the PF computer program

described in Section III-B, above) and the outputs required virtually no time

to be interpreted. A typist could type summary tables directly from the printed

outputs if necessary.

IV. THE NATURE AND SCOPE OF COMMAND AND CONTROL SYSTEM ELEMENTS
REQUIRED FOR CONDUCTTNG EFFECTIVE DECONTAMINATION IN URBAN
AREAS

A. Introduction

The purpose of this part of the study was to determine the nature and scope of

the command and control system elements which are required to effect practical

decontamination. Emphasis is placed on decontamination within municipalities. Such

a study was necessary in order to answer a number of questions basic to decontamina-

tion analysis. The five questions on which this study focused were:

(1) What are the preattack and postattack data required to effect decontamina-

tion operations?

(2) What are the essential components of the information system needed to effect

decontamination operations?

(3) How should trained personnel and decontaminatior equipment be prepositioned,

organized, and controlled?
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(4) How can a decontamination comnmand and control system in an urban area be

evz luated?

(5) How can a decontamination command and control system in an urban area be most

effectively modeled to provide a ready vehicle for system analysis?

Of course, all of these questions were asked for various levels of decontamina-

tion capabilities, requirements, and attack environments. As implied by the ques--

tions above, a subsidiary purpose of this study was to develop a procedure for

analyzing a decontamination system in a municipality.

It is shown that a ccmmand and control system for decontamination operations

must provide both for decisions on whether or not to undertake a mission and for

manpower and decontamination resource commitment and allocation decisions. These

decision functions require an elaborate information subsystem consisting of

organized data files containing prestored (preattack) data and postattack assessments

(including system feedback).

The detailed characteristics of the individual components in each of the

essential subsystems of a decontamination command and control system are studied

and reported in detail in Volume II of this report. The interrelationships among

the individual subsystem components also are identified and displayed.

In order to determine the command and control system elements required to

accomplish practical decontamination missions in a municipality, the environment

and the system goals were reviewed and analyzed. Basic system evaluation criteria

are also discussed and the essential decontamination system evaluation criteria

are identified.

Recommendations and guides leading to the design of a basic command and control

system for municipal decontamination are indicated.

B. A Command and Control System for Municipal Decontamination

1. General

It is the purpose of this section to identify the basic system elements

required by municipal deaontamindcion and to imbed these elements into the

30



general command and control system framework of the previous section. In order

to accomplish this, the following steps are taken in this section:

(1) The environment within which municipal decontamination is expected

to operate is anAlyzed.

(2) The goals of municipal decontamination are identified.

(3) The performance of the decontamination system is prescribed.

(4) The elements of a decontamination system are identified and related to

one another.

(5) The elements identified in (4) above are related to the general

command and control system framework.

2. Environmental Aspects of Municipal Decontamination

Municipal decontamination by itself is only a part of the broader system

of postattack radiological defense. The time during, which a radiological

defense system operates can be logically divided into three time phases: the

emergency phase, the operational recovery phase, and the final recovery phase.

The underlying reason for dividing radiological defense into three time phases

is the change due to fallout decay.

The objective of radiological countermeasures during the emergency

phase is survival, for it is during this period that the fallout arrives,

radiation attains its maximum intensity, and the largest part of the exposure

dose is usually received. It has been shown that the optimal or primary

radiological countermeasure during this period is enshelterment. The central

requirement of the system during this period is to provide a sufficient number

of adequate shelters so located as to minimize casualties. The potential

effectiveness of the system during this period is determined by the degree of

protection afforded, space availability and aCressibilitv. and warning time.

The operational recovery phase follews tha emergency phase and encompasses

the operations prerequisite to:

(1) Sustaining life in a hostile environment; and
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(2) The recovery of essential postattack activities and/or facilities.

The final recovery phase begins when radiation intensity decays in most

places to an insignificant level and primary considerations can be focused on

functional restoration of the target area as nearly as possible to its pre-

attack condition.

Municipal decontamination will be activated primarily during the opera-

tional recovery phase. The following environmental conditions will then pre-

vail:

(1) Fallout deposition, generally, will be complete.

(2) Fallout radiation will still be a hazard in some areas. Most of

the civilian population will be sheltered during much of the time

that decontamination is being performed.

(3) There may be damage in the area from direct weapons effects (blast,

thermal, E1P, etc.).

(4) The entire Civil Defense System will be very active, i.e., com-

munications lines, logistics support, etc. will be very busy.

This last iLem may appear irrelevant. It is, however, perhaps the most

important conditicn affecting the environment of municipal decontamination

systems. It is an environmental factor over which the decis.n-..maker has

some control. It should be pointed out that the decision-maker has little

or no control over most of thi factor2 which comprise the environment. This

factor is significant because it is expected that th.. decontamination C & C

system will be a subsystern of a ,ruc.n larger postattack C & C system. To

analyze only a small part of a 1-rge system with many interactions is an un-

acceptable over simplification. Unfortunately, this comprehensive analysis

requires data which will not be available until several more of the EOSD -Asks

have been completed and publiphed. It is recommended that the implications

of the total couuAnd and control system load be kept in mind while reading
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the following sections.

The environment is an important factor limiting the range of decisions

which can be made in the postattack period. Because of the wide variation

of damage, yielding a wide variety of physical environments (in which munici-

pal decontamination might operate), the decision subsystem of any proposed

decontamination system must be extremely flex'blit and capable of making

very complex decisions. Further, it should be capable of making decisions

based on varying amounts of reliable (and unrelLable) information. This

will subsequently be discussed in some detaV.

3. Goals of Municipal Decontamnat ion

The primary goals of decontamination within a municipality (in a very

broad sense) are:

(1) Continued survival within the municipality,

(2) Accelerated municipal recovery, and

(3) Assistance in the recovery of a region (not necessarily containing

the municipality where the decoutaminat:.on iystem is operating).

Since the three goals listed above are aiso frimary goals of the overall

radiological defense system, any decontamination system must be closely coordi-

nated with other radiological defense systems. ThLs implies the existence of

an overall radiological defense command and contro. system. Although it is

not the purpose of this report to elaborate on the larger system, it should

be recognized that much of the command iafortation input to the decontamination

command and control system will be output from such a higher-echelon decision

subsystem.

4. M-unicial Decontamination System Perfo ance riteria

In light of the existence of a higher-echelon comand and control system.

the question might be asked: "Why a ccommand and ccntrol system for decontamlna-
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tion?" There are two basic reasons for proposing a separate command and control

system for decontamination operations in a municipality:

(1) The specific decioions involved with effecting decontamination opera-

tions in a municipality are in themselves complex enough to warrant

a "decontamlnation-level" decision subsystem.

(2) The information requirements for effecting useful decontamination

decisions are in themselves very involved and require a separate

"decontaminatian-level" information subsystem. This is not to say

that a decontamination information subsystem would not borrow

component:, from, or overlan with, parts of other radiological defense

information subsystems, e.g., RADEF.

Later in this report, the infoimation input and decision structure require-

ments for effecting decontaminarion will be identified and will substantiate

the abovP reasoning for a separate decontamination commancd znd control system.

The basic criteria upon which to judge a decontamination command and

control syszem are:

(1) To whý.,t extent does the system increase the effectiveness of decon-

amination in achieving the goals and requirements prescribed by

higher-echelon decision subsystems?

(2) How effectively does "he system reduce the actual decontamination

costs (in manpower, crew doses, expenditures of ftel, water, etc.)

for specified levels of performance?

(3) How effectivel; does tho system reduce the actual decontamination

costs (research funds required, tra. 'g of personnel, procurement

of equipment, etc.) for specified levels of performance?

This last criterion is separated from the second, in that it can be
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treated as a static goal of the system (i.e., one which is evaluated by off-

line simulation and/or analysis of on-line system performance). The first

two are dynamic goals (i.e., those evaluated by on-line performance and which

can be controlled on-line).

5. Elements of a Decontamination Decision System

The purpose of this section is to identify the functional decontamination

decision elements as well as to determine the data base and information flow

required by :hese lements. These data and information flowsmay be Internal

to - decontamination system (between subsystems) or external to the system

(to and from higher-echelon or parallel systems). The higher-echelon command

and control system with regard to decontamination is the Postattack Civil

Defense Emergency Operating System. Parallel systems would include systems

to control such functions as rescue, law and order, engineering, welfare, fire-

fighting, medical, etc. Certain other subsystems of the Emergency Operating

System would provide sensor information inputs for the decontamination system.

These include RADEF, damage assessment, NUDETS, etc.

The subsystems of the decontamination system must provide the basis for

commanding and controlling all of the activitie: and decisions which comprise

decontamination. Thus, a first step towards identifyin6 the elements of a

decontamination command and control system is to list all of the impcrtant

activities and decisions which are required to perform effective decontamination.

In order to determine whether or not to decontaminate a given facility or

activity and thence to schedule the operation, the following steps must be taken:

(1) Determine that the facility or activity is essential to sustaining

life or accelerating recovery. This may involve no more than being

told by the higher-echelon decision subsystem that a given facility

or activity is essential.
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(2) Determine that the given facility or activity is presently denied by

fallout or will be when it will be required for use.

(3) Determine that decontamination can reduce the fallout denial time

of this facility or activity to or below the minimum desired.

(4) Determine that equipment and supplies (water, etc.) are available to

decontaminate this facility or activity.

(5) Determine that sufficient manpower (taking dose histories ii~tv

account) is available to decontaminate this facility or activity.

(6) Determfie that the facility or activity can be decontaminated to a

specified level of effectiveness without over-exposing the decontami-

nation crews.

(7) Determine that direct weapons effects or congestion will not impede

the decontamination equipment in reaching the facility or activity.

(8) Decide to decontaminate the given facility or activity.

(9) Commit resources and schedule the decontamination of the given

facility or activity.

(10) Initiate and conduct the decontamination operation.

(11) Monitor and control the decontamination operation.

(12) Determine whether additional resources are required and available to

complete the decontamination of the facility or activity.

(13) Commit additional resources to decontaminate the facility or activity

if needed.

(14) Determine that the decontamination operation is completed.

Each of these aativities triggers a response within the system. Thus,

none of these activities can be omitted in the analysis without reflecting a

gap in the required data base and organizational structure. Each activity

demands a supporting data base, some resources, and an organizational (command

and control) structure. This organizational structure should provide for both

information channels and decision structures.
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C. The Influence of Direct Weapons Effects on the Decontamination System

Previous analyses of decontamination, under Subtask 3233B, have assumed an

environment complicated only by the presence of radioactive fallout. It is recognized,

however, that removal of fallout contamination can be complicated by other environ-

mental factors such as aeather and the direct effects of weapons.

Direct weapons effects (blast, thermal pulse, and initial radiation) may occur.

The initial nuclear radiation from present-day weapons is of consequence only within

the zone of extremely heavy blast damage, and was not considered in this preliminary

analysis. Since decontamination will be conducted primarily during the operational

recovery phase, decontamination would not be performed until primary and secondary

fires resulting from nearby weapons were under control and the communications

blackout caused by the ionizing radiation had passed.

The influence on the decontamination system of the following direct weapons

effects was considered:

(1) blast damage (to facilities, shelters, and resources)

(2) .". e damage

(3) debris accumulation

(4) personnel casualties.

Tne purpose of this analysis of direct weapons effects is to determine the

different ways in which system elements might be affected and the interrelation-

ships among the affected elements. The most critical of these elements and re-

lationships will require quantitative analysis in the future.

D. Conclusions and Recommendations

Some command and control structure will be necessary to conduct effective

municipal decontamination. Whether or not a separate decontam2.nation command and

control system is necessary is not determined in this report--nor will it be

determined without a far more extensive research effort. The decisions and activi-

ties for conducting decontamination do, however, require an elaborate information
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subsystem consisting of organized data files containing prestored data (NFSS data,

decontamination planning guides, etc.) and postattack assessments (including sys-

tem feedback). A good argument for a decontamination information subsystem could

be resented on the basis of the complex network of information flow.

Direct weapons effects clearly will influence the performance of any decontamina-

tion system. This aispect of decontamination analysis should be investigated more

extensively before a municipal decontamination system is designed.

It is recommended that decontamination be considered in the development and

design of any Postattack Emergency Operating System to be operational at the

municipal or community level. It is further recommended that the system require-

ments for conducting decontamination be analyzed more thoroughly and that the necessary

system functions and minimal organizational structure for conducting effective

municipal decontamination be more precisely identified.
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Chapter 3

Analyses of Peal Cities

I. INTRODUCTION

This section of the report presents the results of an analysis of the cost and

effectiveness of decontaminating selected sites and facilities in San Jose,

California, and Detroit, Michigan. The general purpose of such an analysis is to

determine the extent to which decontamination might accelerate a postattack recovery

along with the associated costs. Specifically, this analysis attempts to:

(1) determine the reduction in dose-rate at several detector locations for

various strategies of decontamination;

(2) deter-.iirie the reduction in dose for persons performing operations in the

activity area;

(3) estimate costs in time and manpower for practical decontamination opera-

tions;

(4) determine the feasibility of creating decontaminated "islands" or staging

areas; and

(5) determine the feasibility of recovering large city areas including vital

facilities and their connecting links.

The two basic assumptions underlying the calculation of all of the decontamina-

tion effectiveness data are as follows:

(1) the intensity at a specified detector location is linearly an,' independently

related to the intensity contributions from the various concaminated planes.

That is, if I is the intensity at detector location J, then one may write:

I - CI + C2 + ... + Cn (7)

where the Ci 's are the individual contributions from the n contaminated

planes which contribute to the intensity at detctor location J; and
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(2) the intensity due to the ith contaminated plane is directly proportional

to the amount of fallout material on the ith contaminated plane.

Therefore, the intensity at location j after only the kth area is decontaminated,
k
I k is given by Equation (8).

I kI-CF -F
j j • Fk (8)

where I is the intensity at location j prior to decontamination of plane k;

Fk is the fraction of fallout removed from the kth contaminated plane; and CFk,j

is the fraction of the total intensity prior to decontamination at detector j due

to contaminated plane k. In other words,

CF,, pre-decontamination intensity at detector J from kth area
t-otzl p. ..e-..deco--t ...nati.n intensity at detector J.

Other parameters and symbols used are:

RNj = the intensity reduction factor. This is the fraction of pre-decontami-

nation dose-rate remaining at detector location j after decontamina-

tion has been accomplished.

RNA = the activity dose reduction factor. This is the fraction of dose with-

out decontamination accumulated by a person performing activity A

after decontamination has been accomplished.

The values needed to determine the objectives set forth above were determined

by use of the two computer programs desczlbed in Section III of Chapter 2. The Ci

values were obtained through the use of the program described in Section III-B of

Chapter 2. This is a FORTRAN program, based on fallout radiation shielding compu-

tational techniques, which are, in turn, based on the Engineering Manual. The remaining

values were determined through the use of the program described in Section III-C of

Chapter 2. This program, also written in FORTRAN, is a debugged and tested program for

computing the effectiveness parameters used to analyze urban decontamination. The C,

values were inputs to the latter program. The costs in man hours to perform decontami-

nation were computed using values derived by USNRDL, and reported in References 5 and 8.
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Because the data on Detroit and San Jose were limited in many cases to Sanborn

maps and photographs, it was necessary to assume certain pertinent information such

as roof and floor psf percent of apertures, etc. in some of the case studies.

However, it is believed that the assumptions made are realistic, and do not bias

the conclusions of the analysis to any appreciable degree.

II. SOME EXAMPLF RESULTS FROM EIGHT OF THE FACILITIES

A. Introduction

In o-der to illusLrate the analyses contained in Volumes III and IV of this

report, as well as to point up some of the more important results which can be

derived from the studies, some example results from eight of the facilities are

presented here. Only one level of effort of roof decontamination and one level of

effort of -round decnntaminatic.i are included Ifor each of these examnle analyses.

Only 26 indoor detectors from all eight of the facilities are used in this example

section. The facilities discussed here are:

Example 1: San Jose Hospital, San Jose, Califurnia.

Example 2: City-County Building, Detroit, Michigan.

Example 3: San Jose Mercury-News, San Jose, California.

Example 4: Dole Corporation Warehouse, San Jose, California.

Examole 5: Pure Oil Gasoline and Service Station, Detroit, Michigan.

Example 6: Isaac Crary Elementary School, Detroit, Michigan.

Example 7: E. J. Korvette Department Store, Detroit, Michigin.

Example 8: Fire Station No. 8, San Jose, California.

The only effectiveness measure shown in these examples is the factor by wihich

the radiation intenstty at each detector is reduced. Costs are measured only in

terms of tear hours of effort. The complete analyses for each of these aao ill of

the other facilities (contained in Volume III and Volume IV of this report) include

dose reductions for selected activities and many mcre (as many as fifteen in a
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number of cases) decontamination strategies. Many of the decontamination strategies

in the cnilp!te analyses include both roof and ground decontamination.

The basic conclusion drawn from these analyses is that removing 90% of the

fallout irom the roof can reduce the intensity at most indoor detectors by at

least a factor of three. 1 / For most of the indoor detector locations considered

in these analyscs, removal of 90% or more of the fallout from paved ground level

surfaces reduces the intensity by less than a factor of two. These results are

also demonstrated by the examples which follow.

Those conclusions are based on somewhat idealized conditions. For example,
fallout is assumed to be carried far enough away from the detector so as atot to
contribute at all to the radiation intensity; other idealizations, particularly
those rolated to weathering of fallout, which may cause protection et'.nates to
be in error, were largely ignored. Also, it should be noted that these con-
clusions were drawn in the light of uncertainties with regard to the accuracy
of the Engineering Manual technique. It is recoumended that research be under-
taken to determine the extent to which errors are introduced and, if necessary,
examine alterrati.ve problemi, such as Monte Carlo techniques to possibly reduce
these errors.
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B. Examples of Real Cities

EXAMPLE 1: SAN JOSE HOSPITAL, SAN JOSE, CALIFORNIA

1. Lcation cf Detectors

Figure 1 is a sketch of San Jose Hospital. In order to analyze the

results of different decontamination strategies, four detector locations were

selected. Their PF's and description are as follows:

Detector Location PF Description

1 40 Operating Room (Ground Floor)

2 23 Admitting Office (First Floor)

3 42 Nurses' Station (Second Floor)

4 11 Nursery (Third Floor)

The locations of these detectors within the faciliLy are shown in

Figure 2. All detectors are assumed to be three feet above the floor.

2. Results of Decontamination

Firchosing the roof cf the hospital at a level which would leave only

7% of the original fallout material reduces the radiation at detector 1 by a

factor of 1.79, at detector 2 by a factor of 10, at detectur 3 by a factor of

1.96, and at detector 4 by a factor of 5.56. This level of effort requires

a team of 7 men to work 1.5 hours.

Sweeping the surrounding streets with mechanical sweepers and firehosing the

roofs of other buildings at levels which would leave only 6% and 77, respLctively,

of the original fallout material reduces the radiation at detector I by a factor of

1.54, at detector 2 by a factor of 1.04, at detector 3 by a factor of 1.64,

and at detector 4 by a factor of 1.0". Sweeping the streets requirei one man

to work 5.6 hours, and firehosing the other roofs requires a team of 7 men to

work 5.2 hours.

Neither ot the decontamination strategies takes Into account travrl or

set-up time.
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EXKAIPLE 2: CITY-COUNTY BUILDING, DETROIT, MICHIGAN

1 . Location of Detectors

Figure 3 is a sketch of the City-County Building. In order to analyze the

results of different decontamination strategies, six detector locations were

selected. Meir PF's and .esc:iptions are as follows:

Detector Location PF Description

1 11 Center Location in Corridor on First
Floor in 20 Story Tower

2 769 Center Location in Corridor on
Thirteenth Fioor in 20 Story Tower

3 11 Center Location in Corridor on
Twentieth Story in 20 Story Tower

4 ill Center Location in Main Lobby on
First Floor in 14 Story Tower

5 101 Office on Twelfth Floor in 14
Story Tower

6 11 Center Location in Corridor on
Fourteenth Floor in 14 Story Tower

The locations of these detectors within the facility are shown in

Figure 4. All detectors are assumed to be three feet above the floor.

2. Results of Decontamination

Firehosing the roof of the building at a level which would leave only ?% of the

original fallout material reduces the radiation at detector 2 by a factor of

3.23, at detector 3 by a factor of 100, at detector 5 by a factor of 3.45, and

at detector 6 by a factor of 100. This decontamination strategy does not reduce

the radiation at detectors 1 or 4. This level of effort requires a team of

seven men to work 2.3 hours.

"Virehosing the surrounding streets and paved parking lots and grading the

ground at levels which would leave only 2% and 10%, respectively, of the original

fallout material, reduces the radiation at detector 1 by a factor of 16.67, at

detector 4 by a factor of 20, and at detector 5 by a factor of 1.35. This

46



decontamination strategy does not reduce thE radiation at detectors 2, 3, or 6.

Firehosing the streets and parking lots requires a team of five men to work

10.1 hours, and grading the grotind requires one man to work 56.8 hours.

Ne.1her of the decontamination sttategies takes into account travel or

set-up time.
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EXAMPLE 3: SAN JOSE MERCURY-NEWS, SAN JOSE, CALIFORNIA

1. Location of Detectors

Figure 5 is a sketch of the San Jose Mercury-News Building.In order to analyze

the results of different decontamination strategies, three detector locations

were selected. Their PF's and descriptions are as follows:

Detector-Location PF Description

1 5.0 Loading Dock (First Floor)

2 4.0 Press Room (First Floor)

3 5.3 Type Setting Room (Second Floor)

The locations of these detectors within the facility are shown in

Figure 6. All detectors are assumed to be th:ee feet above the floor.

2. Results of Decont;aination

Firehosing the roof of the building at a level which would leave only

12% of the original fallout material reduces the radiation at detector l by

a factor of 2.17, at detector 2 by a factor of 1.73, and at detector 3 by a

factor of 2.33. This level of effort requires a temi of seven men to work

1.5 hours.

Street sweeping the surrounding streets and paved parking areas with a

mechanical sweeper at a level which would leave only 6% of the origin ,l fallout

reduces the radiation at detector location 1 by a factor of 1.56, a, detector

location 2 by a factor of 1.92, and at detsztor location 3 by a factor of

1.49. This level of effort requires one men to work a total of 11 hours.

"Neither of the decontamination strategies takes into account travsl or

set-up time.
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EXAMPLE 4: DOLE CORPORATION WAREHOUSE, SAN JOSE, '.ALIFORNIA

1. Location of Detectors

Figure.7 is a sketch of the Dole Corporation Warehouse. In order to

analyze the results of different decontamination strategies, three detector

locations were selected. Their PF's and descriptions are as follows:

Detector Location PF Description
Just inside the door at the

1 3.3 Loading Dock

2 3.1 Area A in Warehouse

3 3.4 Area B in Warehouse

The locations of these detcctors within the facility are shown in

Figure 8. All detectors are assumed to be three feet above the floor.

2. Results of Decontamination

Firehosing the roof of the building at a level which would leave only

3% of the original fallout material reduces the radiation at detector 1 by

a factor of 1.92, at detector 2 by a factor of 8.33, and at detector 3 by

a factor of 5.00. This level of effort requires a team of seven men to

work 8.6 hours.

Vacuumized sweeping of the surrounding streets and paved parking at a

level which would leave 9% of the original fallout material reduces the

radiation at datector 1 by a factor of 1.85, at detector 2 by a factor of

1.09, and at detector 3 by a factor of 1.20. This level of effort requires

one man to work a total of 4.7. hours.

Neither of the decontamination strategies takes Into account travel

or set-up time.
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EXAMPLE 5: PURE OIL GASOLINE AND SERVICE STATION, DETROIT, MICHIGAN

1., Location of Detectors

Figure 9 is a sketch of the Pure Oil Gasoline and Service Station. In

order to analyze the results of different decontamination strategies, two

detector locations were selected. Their PF's and descriptions are as follows:

Detector Locations PF Description

1 2.5 Indoor Service Area

2 1.8 Outdoor Service Area

The locations of these detectors are shown in Figure 10. All detectors

are assumed to be three feet above the floor.

2. Results of Decontamination

Firehosing the roof of the station at a level which. would leave only

1% of the original fallout material reduces the radiation at detector 1 by

a factor of 2.13. There is no reduction at detector 2. This level c;f effort

requires a team of seven men to work .2 hours.

Motorized flushing of the paved service area of the station and the

nearby streets at a level which would leave only 21 of the original fallout

reduces the radiation at detector location I by a factor of 1.72 and at

detector location 2 by a factor of 33.33. This level of effort requires one

man to work a total of .4 hours.

Neither of the decontamination strategies takes into account travel

or set-up time.
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Figure 9

An Oblique View of the Pure Oil Gasoline and Service Stt ion Shooiing the
Approximate Dimensions of the Building
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EXAMPLE 6: ISAAC CRARY ELEMENTARY SCHOOL, DETROIT, MICHIGAN

1. Location of Detectors

Figure 11 is a sketch of Isaac Crary Elementary School. In order to

analyze the results of different decontamination strategies, three detector

locations were selected. Their PF's and descripLions are as follows:

Detector Location PF Description

1 39 Center Corridor (First Floor)

2 18 Auditorium (First Floor)

3 23 Classroom (Second Floor)

The locations of these detectors with~n the facility are shown in

Figure 12. All detectors are assumed to be three feet above the floor.

2. Results of Decontamination

Firehosing the roof of the school at a level which would leave only

7% of the original fallout material reduces the radiation at detector 1 by

a factor of 1.23, at detector 2 by a factor of 1.16, and at detector 3 by

a factor of 1.75. This level of effort requires a team of 7 men to work

1.6 hours.

Motorized flushing of the paved parking lots and grading the playground

and lawns with -. grader at levels which would leave only 2% and 10%, respectively,

of the original fallout material reduces the radiation at detector 1 by a factor

of 2,44, at detector 2 by a factor of 3.03, and at detector 3 by a factor

of 1.85. Flushing the paved parking lcts requires one man to work .2 hours, and

grading the rlayground and lawn requires one man to work 43.2 hours.

Neither of the decontamination strategies takes into account travel

or set-up time.
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Figure 11

An Oblique View of Isaac Crary Elementary ',A.!,#ol Showing the
Approximate Dletnsiona of the Building
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Figure 12

A Plan View of the Two-Story Isaac Crary Elementary School
Shoving the Detector Locations
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EXAMPLE 7: E. J. KORVETTE DEPARTMENT STORE, DETROIT, MICHIGAN

1. Location of Detectors

Figure 13 is a sketch of E. J. Korvette Department Store. In order to

analyze the results of different decontamination strategie.;, three detector

locations were 6elected. Their PF's and descriptions are as follows:

Detector Location PF Descriptivn

1 52 Center of First Floor

2 13 Off-Center Location on Second Floor

3 13 Office on Second Floor

The locations of these detectors within the facility are shown in

Figure 14. All detectors are assumed to be three feet above the floor.

2. Results of Decontamination

Firehosing the roof of the department store at a level which wculd leave

only 1% of the original fallout material reduces the radiation at. detector I.

by a factor of 1.75, at detector 2 by a factor of 9.09, and at detector 3 by

a factor of 10.00. This level of effort requires a team of 7 men to work

9.8 hours.

Streetsweeping this parking lot with a mechanical sweper at a level which would

leave only 4% of the original fallout material reduces the radiation at detector

1 by a factor of 1.96, at dctoctor 2 by a factor of 1.10, and at detector 3 by

a factor 4. 1.07. This level o! effort requires one man to work 14.8 hours.

Neither of the decontamination strategies takes into account travel or

set-up time.
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An Oblique View of B. J. Korvecte Department Store Showing the
Approxi•ate timensions of the building
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Fijure 14

A Plan View of the Two-Story E. J. Korvette Departuent Store
Showing Detector Locations
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EXAMPLE 8: FIRE STATION NO. 8 - SAN JOSE, CALIFORNIA

1. Location-of Detectors

Figure 15 is a sketch of Fire Station No. 8. In order to analyze the

results of different decontamination strategies, two detector locations were

selected. Their PF's and descriptions are as follows:

Detector Location PF Description

1 5.5 Equipment Storage Area

2 9.2 Alarm Sw-itchboard

The locations of these detectors within the facility are shown in

Figure 16. All detectors are assumed to be three feet above the floor.

2. Results of Decontamination

Firehosing the roof of the building at a level which would leave only

3% of the original fallout material, reduces the radiation at detector 1

by a factor of 1.28 and at detector 2 by a factor of 1.61. This level of

effort requires a team of seven men to work .2 hours.

Firehosing the surrounding streets and grading the ground with a grader at

levels which would leave only 3% and lOZ,respettively,of the original fallout

material, reduces the radiation at detectv. I by a factor of 3.85 and at

detector 2 by a factor of 2.33. Firehosing the streets reqlitres a team of

seven mn to work 11,5 hours, and grading the ground requires one man to

work 79.2 hours.

Neither of the decontamination strategies takes into account travel

or set-up time.
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FLjure 15

An Oblique VLew of Fire Station No. 8 Shoving the
Approximate Disnuicons of the &Alldira
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A Plan View of the On*-Story itre Station No. a
Sh9oing the Detector Locations

A?.



III. RADIOLOGICAL RECOVERY OF STAGING AREAS

A. Introduction

One of the objectives of this study was to determine the effectiveness and

decontatUination costs associated with creating decontaminated "islands" or marshalling

areas. It is recognized that in many situationa it would be very difficult to recover

essential iacilities directly out of personnel shelters. Furthermore, most of the

personnel required to operate an essential facility may have to wait in shelters

while a relatively 3mall number of decontamination personnel recover the facility.

Since th3 decontamination might not be completed until three or four weeks after

the attack, shelter facilities may be inadequate. Therefore, a desirable alternative

might be to move all personnel to a suitable decontaminated "island" or staging area

as soon as movement of personnel is possible.

These etaging areas (large enough that have an acceptably low radiation field)

should be large enough to permit the facility personnel to assemble, organize, and

possibly live under reasonable conditions for a period lasting up to a month or more.

These areas may be inside or outside of the contaminated area. This study concen-

trated on creating such areas inside the contaminated area. Inasmuch as decontamina-

tion was the o: eration under analysis, consideration was not given to creating 3taging

areas on off-shore ships or other such novel places. indeed, for many of the facilities

in Detroit, which were located very close to the Detroit River, such staging areas

might be very practical.

Both an indoor and an outdoor staging area are considered here. The indoor area

selected is Cobo Exhibition Hall in Detroit, and the outdoor location selected for

presentation her,- is the E. J. Korvette Department Store parking lot (also in

Detroit). Other p,.suible locations from among the facilities stu4ied are the legis-

lative amphitheater in the City-County Building (Detroit), the Valley Fair Shopping

Center (San Jose). and the Dolt Corporation Warehouse (San Jose).
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B. Cobo Convention Hall--a Potential indcor Staging Area

1. General

Cobo Convention Hall is a three-level, rectangular structure with a cir-

culat annex, the convention arena, connected to its southeast corner. The

hall and arena cover 17 acres of the Civic Center in downtown Detroit and pro-

vide 2,220,490 square feet of usable floor space. Figure 17 is an aerial view

of the hall showing both the rectangular convention building and the circular

arena annex.

The hall is located on the slope of the north bank of the Detroit River

and has two ground level floors. The main or middle level contains the entrance

from Washington Boulevard, the main exhibit area, the ballroom and other major

meezing rooms, and the main truck access. Located on the river, or lower level,

are entrances from Civic Center Drive and Lamed Street, another exhibit area,

the coffee shop, the service and storage area, a truck access, and two under-

ground parking garages. rhe upper level contains meeting rooms, dressing rooms,

the cafeteria, and the administrative offices. The rooftop is a 1200-car parking

deck.

The electric power system iz the building can provide 22,500 kva

(10,000 kva in each of the exhibit halls). The gas line system can provide

200,000 btu from regular outlets and 1,000,000 btu through auxiliary

piping in strategic locations. The water system maintains a constant 70 psi

pressure at all one-inch outlets. The buildings are completely equipped with

television lines, a telephone system with 3,000 external connections to the

Bell system, and are completaly air-conditioned.

Thn complex seems a natural candidate for an indoor staling area. Table I

lists several detector locations and their original PF's (computed using the

FORTRAI protection factor computation program described in C.taptar 2).

Structural characteristics of the building are' given in Volume IV of this

report.
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Table I

INDOOR DETECTOR LOCATIONS AND ORIGINAL PF'S AT COBO CONVENTION HALL

Dete% tor .. Original
Location Description PF

1 Center -'ation in Center Hall on Main Floor 208

2 Off. Ler Location in South Hall on River Level 52

3 Cafeteria in Upper Level 278

4 Center Location in Garage on River Level 769

5 Northmost Office in Administrative Office Section 303
of Upper Level

6 Lighting Control Room, Roctangular Hall 1111

7 Power Plant on River Level 909

8 Storage Area or River Level 1667

2. Decontamination Analysis

Three decontamination strategies are considered here:

Strategy 1: Firehosing the parking deck over the rectangular hall
(removing 98% of the fallout material).

Strategy 2: Firehosing the streets around the convention hall
(removing 98% of the -ailout material).

Strategy 3: A combination of strategy 1 and strategy 2.

Table II shows the fraction of dose-rate remaining at each of the eight

detector locations after decontamination using each of the above three strategies.

This table shows that decontamination can increase the protection at some

detector locationr by as much as a factor of ten. It also shows that substantial

areas are virtually unaffected by decontamination. These areai, primarily on

the river level, have very high PF's before decontamination so that the building

could bc used as a staging area for great numbers of people without decontamina-

tion. Of course, the number of good shelter spaces can be a-)preciably increased

by decontaminating on and around the facility. Strategy I -oild require a team
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of five men to work for about two and a half hours. The combined strategy

(st eategy 3) would require a team of five ien to work for about eight and a

half hours.

C. E. J. Korvette Department Store Parking Lot--A Potential Outdoor Staging Area

The parking lot at the E. J. Korvette Department Store included in this analysis

is a very large paved surface and Lould serve as a staging area for large decontamina-

tion equipment and personnel if the radiation field is low enough there.

The protection factor in the center of the parking lot (before decontamination)

is 1.36. If the parking lot is firehosed using a five man team for about seven and

a half hours (removing 98% of the fallout material), the intensity would be decreased

by about a factor of twelve.

D. Conclusions

The two analyses described above indicate that decontaminatlon could create

"islands" or staging areas. Large indoor areas such as Cobo Hall might have very

high PF locations indoors prior to decontamination, but decontamination might still

increase the number of high PF areas appreciably. Inasmuch as the PF's outdoors are

very low, reductions in intensity by factors from ten to twenty might not be enough

to create a marshalling area out of large paved areas. If the paved area was outside

of the high radiation fallout field, however, it might be possible to reduce the

intensity to the extent required for its use as a staging area. In neither of the

above cases was the cost on team-hours of effort very high. Decontaw.nation analyses

of similar facilities included in Volumes III and IV of this report reinforce the

conclusions drawn from only two facilities.

IV. RADIOLOGTCAL RECOVERY OF A LARGE MUNICIPAL AREA

A. Introduction

One of the basic objectives of this study is to determine the feasibility of

ticovering "extensive city areas in a realistic postattack environment." In this
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study, the area for which decontamination is applied is assumed to have sustained

little or no damage from blast or fire. It is believed that this is not uncommon

and this assumption simplifies the analysis considerably. It will be seen in

Section V of this chapter that direct effects could markedly affect decontamination

analyses. For this study, the feasibility of recovering all of the vital facilities

in Detroit together with their connecting links is examined. Staging areas of the

type described in Section III of this chapter are also recovered.

B. Decontamination Analysis

The facilities considered vital to the radiological recovery of Detroit,

their interconnecting links, and the necessary staging areas are lsted in Table III

together with the man-hours of decontamination effort required to recover the

individual facilities or areas. These estimates were in most cases extrapolations

from the cost estimates computed for facilities among those analyzed in Volumes IIT

and IV of this report. The total number of man-hours required to decontaminate the

vital elements of Detroit is estimated to be about 17 hundred man-hours not including

travel or set-up time. Approximately 1000 man-hours of time is estimated for travel

and set-up time. Thus it is estimated that less than 3,000 man-hour. of time would

be required to recover the interconnected system described by Table III.

Table III

DECONTAMINATION COSTS ASSOCIATED WITH RECOVERIN4G VITAL ELE4ENTS
IN DETROIT, MICHIGAN

Required Man-
hours of

Facility or Area Decontamination Decontamination
Effort Methgd

1. Misteraky Fower Plant (Public Power 102 Firehose
Plant Described in Volume III)

2. Two Edison Electric Company Power Plants 204 Firehose
(Private Electric Company Plants assumed
to be of the same size and characlteristics
as Nistersky Power Plant)
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Table III (Continued)

Required Man-
hours of

Facility or Area Decontamination Decontamination
Effort Method

3. Waterworks Park (The Large Water Intake 460 Firehose
and Filtration Plant on the Detroit
River, assumed to be about twice the
size of Springwells Station which is
described in Volume IV)

4. Two Water Pumping Stations (assumed to 460 Firehose
be of the same size and characteristics
as Springwells Station)

5. Cobo Convention Hall (Described in 45 Firelose
Volume IV)

6. Twelve Large Parking Lots (assumed to 180 Street-
be the same size as the E. J. Korvette Sweeper
Department Store Parking Lot described
in Volume IV)

7. Four Small Hospitals (assumed to be the 56 Firehose
same size as Mercy Hospital described
in Volume IV)

8. Two Large Hospitals (assumed to be the 60 Firehose
same size as the San Jose Hospital
described in Volume III)

9. Michigan Bell Tal.ýihone Building (assumed 42 Firehose
to be of the same Aize and -.haracteristics
as the Pacific Telephone and Telegraph
Building described in Volume !TI)

10. Fifteen Fire Stations (assume.: to be of 30 Firehose
the same size and characteristics as Fire
Station No. 8 in San Jose which is
described in Volume III)

I1. Thirty Miles of Interconnecting Roads 60 Flusher
(assumed to be 100 feet wide; thirty
miles is a rough estimate of the number
of miles of roads required for a completely
interconnected system linking the facilities
listed in this table)

Total Man-Hours of Effort 1699
Required Not Including Set-Up
or Travel Time

This number was computed using an application rate ol two miles per hour and a
team of two persons.
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C. Conclusions

The major conclusion of this section is that the radiological recovery of the

vital elements in large municipal area where there. are virtually no direct weapons

effects is quite feasible if trained personnel and equipment are available. The

availability of sufficient water is also a requirement for this decontamination

strategy to be feasible. For the decontamination methods listed in Table IV, about

10 million gallons of water would be required. The average amount of water used

daily during 1962 in Detroit was 483 million gallons. The rated capacity of the

treatment plants in Detroit are as follows:

Waterworks Parks Station 320 million gallons per day

Springwells Station 452 million gallons per day

Northeast Station 192 million gallons per day

Additional water is available in city storage reservoirs. (This information

was abstracted from Reference 13). Therefore, it is concluded that water would

probably be available to conduct such a decontamination effort.

V. DIRECT EFFECTS CONSIDERATIONS

A. Introduction

In all of the above studies in this chapter, it is assumed that the area for

which decontamination is planned has sustained little or no damage from blast and

fire. This,of course, may not be the case in a real postattack situation. It is

the purpose of this section to at least point out some of the aspects of the above

studies which might be influenced by direct weapons effects. Section B, below,

considers the influence on the detector contributions of direct effects damage (and

thus the potential influence of direct effects on the effoctiveness of decontamina-

tion). Section C, below, considers the influence of direc:t weapons effects on the

cost and effectiveness of decontamination. Inasmuch as little research has been

done on this subject, quantitative results are impossible at this time.
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B. Influence of Direct Effeggg Dama&e on Radiation Contribution to Detectors

The results of blast and thermal damage can greatly affect the contributions

received by an indoor detector. The protection afforded by a shelter c.n be in-

creased or decreased whether or not the shelter structure itself is damaged.

Surrounding buildings, which would normally shield some of the ground contri-

bution received at the detector could be leveled by the blast wave or fire. The

otherwise small planes of ground level contamination could be greatly increased

allowing a larger ground contribution to the detector.

In the case of upper-story detectors, the results may be just the opposite.

By destroying the surrounding buildings, the planes of contamination would be lowered

and therefore contribute less to the detectors.

The influence of direct effects on the building shielding the detector are also

potentially significant. Windows could break at about one psi overpressure with

doors and light paneling requiring only a little more, making possible fallout ingress.

Studies have shown that in extreme cases ingress can decrease the equivalent PF in

upper stories an4 basements as much as 50 percent to 55 percent (see Reference 12).

The extent to which direct effects damage influences an inside detector depends on

the shielding characteristics of the building housing the detector as well as on

the surrounding buildings.

C. Influence of Direct Effects on the Cost gad Effectiveness of Decontamination

The blast and thermal effects of a nuclear weapon can affect the cost and

effectiveness of a decontamination operation by adversely affecting the following:

(1) the condition of the facility to be decontaminated (including surrounding

planes).

(2) equipment and supply inventories.

(3) condition of transportation routes.

Dage to a facility can affect decontamination effectiveness by changing

ghielding. as discussad above in paragraph B. Damage can also reduce effect ivenesb
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(and increase cost) by requiring the use of a less damaged stricture to shelter

the recovery and decontamination personnel. Another example of increased effort

involves damaged roofs which might require sweeping rather than flushing with

water, a method which is much more costly in manpower and generally less effec-

tive. Debris on surrounding planes will require more effort or more costly,

less effective means, e.g., bulldozer in lieu of street sweeper.

If equipment and supply inventories are damaged or depleted as the result

of direct weapons effects, the use of a given amount of a resource will increase.

For example, if bulldozers are required to clear transportation routes, move

rubble to effect rescue, or to fight fires, the time required to use a bulldozer

(and its fuel) for decontamination will increase.

Finally, the conditions of transportation routes can affect the cost of de-

contamination by affecting the dose received by a decontamination crew in moving

from shelter to the place of operation or in moving equipment to the place of

operation. The restriction of tie movement of equipment could also require the

use of more costly and less effective alternative means of accoasplishing de-

contamination.

D. Conclusions and Recommendations

Damage to the facility to be decontaminated may be one of the major ways in

which direct weapons effects might affect a decontamination operation. It is

recommended that bases for the cwoputation of "damaged PF's" be derived immediately

since these have broad implicatioas beyord decontamination. It .'a* also re-coar-nded

that the corresponding alternative means of decontaminecion be analyzed for cost

and effectiveness uxer conditions of direct wcapons Gamagc. to the facility and

to the required resourco.

77



Chapter 4

Conclusions and Reconunendations

I. INTRODMCTION

In a moderate to severe postattack fallout environment it is necessary to insure

that individual radiation doses remain below an acceptable safety level. In accom-

plishing this objective, fallout shelters are the most iLportant element. They pave

the way for recovery by protes.ting the population in the early fallout environment.

When shelter emergence becomes possible, however, more direct actions toward recovery

are not only warranted, but, in fact, are essential. Areas and facilities other

than shelters must be made habitable in the same sense that shelters are habitable--

they must be maae i3afe from radiation exposure.

It is in such broad recovery problems, beginning with shelter emergenco, that

decortsnination was shown in earlier studies (see References 1 and 2) to be as vital

to recovery as shelters are to survival. The spontaneous recovery of such areas rAnJ

facilities that occurs as a natural consequence of radioactive decay will procr-ed,

in many cases, too slowly to prvzide the necessary hospitals, coamnnicationiso

4 transportation, food, water, and sanitation facilities; public utilities, etc.

Decontamination makes practicable the quick recovery of such arets And facilities by

limiting individual radiation dose leveli to an acceptable range. In terns of

reduced do~e and dose-rate, decontamination operations wtre analyxed to yield the

following conclusions and recoamndsions.

1I. CONCLUSIONS

The major conclusions ieriLvd from the analyses performed are:

(1) The recovery of *ubstantlal city area" and multi-building complexes can be

accelerated appreciably by practical decontamination procedures. (Denial

times can be reduced by a factor of ten or more.)IL9



(2) For most indoor detectors, the roof directly above the detector must be

decontaminated for appreciable intensity reduction.

(3) It is feasible to decontaminate all of the vital elements cf a large

municipal area, including all of the necessary roads, when there are no

direct weapons effects.

(4) 'It is possible to craate decontaminated "islands" or staging areas with

reasonable decontamination effort.

(5) A substantial command and control system would be required to effect

practical municipal decontamination.

III. RECOMMENDATIONS FOR FUTURE WORK

Finally, on the basis of these conclusions, it is felt that studies should

be extended to embrace the following:

(1) Deccontamination should be analyzed in the context of coordinated municipal

recovery from both the residual effects of fallout and direct weapons

effects.

(2) Particvilar emphasis should be placed on the development of procedures

for computing plane by plane contributions to detectors inside of buildings

damaged by blast or fire.

(3) The systems analysis of decontamination shov'ld be extended toward the

design of an optimal decontamination system for coordinated municipal

recovery.
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Enclosure (1)

Contract Specifications

Work Title: Radiological Recovery Requirements, Structures, and

Operations Research

OCD No. 3233B T. 0. 64-200(51)

Background: Under OCD Subtask 3233B, Contract No. OCD-rS-64-56, decontanina-

tion operations were analyzed to deter.,,,ne their potential contribution to accelerating

recovery in an early postattack environment and to develop appropriate planning guides

for effecting decontamination. This study concentrated on developing the appropriate

theoretical basis and on testing it by analyzing the possible decontamination of

several NFSS structures and the contiguous ground surfaces. From these studies, it

was concluded that decontamination could effectively speed the postattack recovery

but recommended that additional research be accomplished to determine the realistic

costs (crew dose, training, equipment, etc.) involved when specialized structures or-

multi-building complexes were involved. To determine relistic cost and effectiveness

information relating to the application of decontamination and the extent of its

utility when applied to the recovery ot extensive city areas in a realistic post-

attack environment, this follow-on study is initiated.

Approach: Using the operational planning guides for decontamination de'.'eloped

under OCD Project 3233B and related materials, decontamination of extensive city

areas will be studied. City areas of various sizes, ranging from large to very small

will be examined in regards to decontaminating vital sections and connecting links.

Such areas will be selected from business (downtown), industrial, and suburban

locations within real cities.

Certain specific facilities also will bo studied to examine vital operations

which may be outside a city, e.g., a manufacturing plant. Both high and low building,

densities are included in the above stedies.
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The effect of decontamination also will be determined for a number of critical

facilities such as power plants, water pumping stations, etc. An attempt will be

made to determine whether it is feasible to create marshalling areas or "islands"

through decontaminatiou. In determining this, a shopping center will be studied

as well as a number of large indoor areas (theacers, gymnasiums, halls, etc.).

Scope of Work. For a broad spectrum of fallout conditions likely to be

encountered in an early postattack nuclear environment, the contractor shall analyze

a nutber of localities specified using available planning guides to determine:

(1) The extent to which decontamination can aid the recovery of cities under

various fallout environments.

(2) The cost and effecciveness of decontamination in recovering city areas.

(3) The preattack and postattack data required for decontaminating city areas

with various levels of effort and/or capability.

(4) The nature and scope of command and control system elementts required for

conducting effective decontamination in practical situations.

(5) Those areas where existing experimental and/or th'.±oretical data are

insufficient for planning operations or assessing capabilities.
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Enclosure (2)

Contract Specifications - Modification No. 1

For the purpose of the OCD Five-City Stud:,,, determine the value and costs of

decontaminating specific real city areas selected from the study for a variety of

precise attacks as prescribed, and together with work from on-going work under

this contract,

(1) evaluate alternative decontamination strategies for specific situations

taking into account all of the aspects of the precisely specified post-

attack environments including the residual effects of blast, fire, etc.;

(2) test developed decontamination hypotheses in an appropriate series of

specific cases; and

(3) determine the costs in manpower, equipment, and supplies required to

achieve specific levels of recovery under the prescribed attacks.
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